PERFORMANS BEYANI oyt e 1

No / Number: GYM/04

1. Uriin tipi kimlilg_kodu / Unique identification code of the product-type:
Gimento Bazli Urtin / Cement Based Product

2. Yapi malzemesinin tip, parti veya seri numarasi ya da tanimlanmasini sagjlayacak diger unsurlar (Bu Yonetmeligin 13 iincii maddesinin
dordiincii fikras1 geregince) / Type, batch or serial number or any other element allowing identification of the construction product trade name
and contact address of the manufacturer in accordance with Article 13 (4):

PROBASE MATIK (GP) (CS Ill) - Gimento esash makine ile uygulanabilen hazir makine sivasidir. / Cement based machine applied ready mix plaster.

3. _Yapl malzemesinin ilgili uyumlastinimis teknik sartnamesine gore imalatci tarafindan dngériilen kullamim amaci veya amaglar / Intended use:
Ic ve dis mekanlarda tugla gazbeton briit beton bimsblok gibi duvar ve tavan yiizeylerine makine ile ptiskiirtilerek uygulanir. / It is applied
indoor and outdoor on brick, aerated concrete, concrete and ceiling surfaces by means of spraying with a plastering machine.

4. imalatginin ads, tescilli ticari unvani veya tescilli markasi ile adresi (Bu Yonetmeligin 13 iincii maddesinin besinci fikrasi geregince) / Trade
name and contact address of the manufacturer in accordance with Arti(_:le 13(5) _
Dalsan Algi Sanayi ve Ticaret A.S. - Giizeller Organize Sanayi Bélgesi Indnii Mahallesi Ziya Gokalp Caddesi No:4 Gebze/ KOCAELI

5. Mevcut ise, yetkili temsilcinin adi ve adresi: (Bu Yonetmeligin 14 iincii maddesinin ikinci fikrasinda belirtilen gdrevleri haiz) / Where applicable,
name and contact address of the authorised representative whose mandate covers the tasks specified in Article 14(2):
N/A

6. Yapi malzemesinin performansinin degismezliginin degerlendirilmesi ve dogrulanmasi sistem veya sistemleri: (Bu Yonetmeligin Ek-5’inde
belirtilen.) / System or systems of assessment and verification of constancy of performance:
Sistem 4 / System 4

7. Uyumlastinlmis bir standart kapsaminda olan bir yap1 malzemesine iliskin performans beyaninda / Performance concerning a construction
product covered by a harmonised standard:

TS EN 998-1 TSE (Turk Standartlar Enstitiisii / Turkish Standards Institution)
CE Firma Beyani / Self Declaration

8. Hakkinda diizenlenmis bir Avrupa Teknik Degerlendirmesi olan bir yap1 malzemesine iliskin performans beyaninda / In case of the declaration
of performance concerning a construction product for which a European Technical Assessment has been issued:
N/A

9. Beyan edilen performans / Declared performance:

Temel karakteristikler / Essential
characteristics

Uyumlastinimis Teknik Sartname

Performans / Performance Harmonised Technical Specification

Yangina Tepki (TS EN 13501-1’e gore) AT
Reaction to Fire (Acc. to 13501-1)
Su Emme / Water Absorption Wo

Isil iletkenlik / Thermal Conductivity <0,47 W/m K (('f;: //59%)) <0,54 W/mK EN 9981
Su Buhari Gegisine Direng Katsayisi (p) / <20

Water Vapour Resistance Factor (p) -

Bag Dayanimi/ Adhesive strength on _rp.

subsrtate > 0,2 N/mm?-FB: B

10. Bu EK’in birinci ve ikinci fikralarinda tanimlanan yapi malzemesi, bu Ek’in 9 uncu fikrasinda beyan edilen performansa sahiptir.
The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.

11. Bu performans beyanina iligkin tiim sorumluluk yalnizca bu Ek’in dérdiincii fikrasinda tanimlanan imalatgiya aittir. / This declaration is issued
under the sole responsibility of the manufacturer specified in point 4.

imalatg1 adina imzalayan / Signed for and on behalf of company by:
ANKARA Mart / March 2023

Serafettin TURAN
Satig ve Pazarlama Miidiirii / Sales&Marketing Manager
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