PERFORMANS BEYANI ot e 1

10.

11.

No / Number: G - ALP/07

Uriin tipi kimlik kodu / Unique identification code of the product-type:
Algi Levha / Plasterboard

Yapi malzemesinin tip, parti veya seri numarasi ya da tammlanmasini saglayacak diger unsurlar (Bu Yonetmeligin 13 iincii maddesinin
dordiincii fikras1 geregince) / Type, batch or serial number or any other element allowing identification of the construction product trade name
and contact address of the manufacturer in accordance with Article 13 (4):

COREX Sound ses yalitiminin artinimak istendigi yerlerde bolme duvar, giydirme duvar ve asma tavan yapiminda kullanilan algi levhadir /
COREX Sound is a plasterboard that is used for construction of partition walls, drywall linings and suspended ceilings where greater levels of
sound insulation are required.

Yapi malzemesinin ilgili uyumlastirnimis teknik sartnamesine gére imalatci tarafindan dngdriilen kullanim amaci veya amaglan / Intended use:
B6lme duvar, giydirme duvar, asma tavan / Interior drywall systems, partition wall, lining wall, suspended ceiling

imalatcinin ad, tescilli ticari unvani veya tescilli markasi ile adresi (Bu Yonetmeligin 13 iincii maddesinin besinci fikrasi geregince) / Trade
name and contact address of the manufacturer in accordance with Article 13(5_) _
Dalsan Algi Sanayi ve Ticaret A.S. - GEBZE Giizeller Organize Sanayi Bélgesi Indnii Mahallesi Ziya Gokalp Caddesi No: 4, 41400 Gebze KOCAELI

Mevcut ise, yetkili temsilcinin adi ve adresi: (Bu Yonetmeligin 14 iincii maddesinin ikinci fikrasinda belirtilen gdrevleri haiz) / Where applicable,
name and contact address of the authorised representative whose mandate covers the tasks specified in Article 14(2):
N/A

Yapi1 malzemesinin performansinin degismezliginin degerlendirilmesi ve dogrulanmasi sistem veya sistemleri: (Bu Yonetmeligin Ek-5’inde
belirtilen.) / System or systems of assessment and verification of constancy of performance:
Sistem 4 / System 4

Uyumlastinlmis bir standart kapsaminda olan bir yapi malzemesine iliskin performans beyaninda / Performance concerning a construction
product covered by a harmonised standard:

TS EN 520+A1 TSE (Turk Standartlar Enstitiisi / Turkish Standards Institution)
CE Firma Beyani / Self Declaration

Hakkinda diizenlenmis bir Avrupa Teknik Degerlendirmesi olan bir yapi malzemesine iligkin performans beyaninda / In case of the declaration
of performance concerning a construction product for which a European Technical Assessment has been issued:
N/A

Beyan edilen performans / Declared performance:

Temel karakteristikler / Essential Uyumlastinimis Teknik Sartname
characteristics Performans / Performance Harmonised Technical Specification
Yangina Tepki (TS EN 13501-1’e gore) A2-s1.d0
Reaction to Fire (Acc. to 13501-1) ’
Kesme Dayanimi / Shear Strength NPD
Su Buhari Gegisine Direng Katsayisi / Water 10
Vapour Resistance Factor _
Isil iletkenlik / Thermal Conductivity 0,25 W/ m.K EN 520+A1: 2010
Hava ile Yayilan Sesin Yalitimi / Airborne
Sound Insulation Bkz.Dalsan Algi Teknik Yayinlari / See Dalsan
arpma Direnci / Impact Resistance I literature
Direnci /| Resi Algi li
Grtltd Emme / Acoustic Absorption

Bu EK’in birinci ve ikinci fikralarinda tanimlanan yapi malzemesi, bu EK’in 9 uncu fikrasinda beyan edilen performansa sahiptir.
The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.

Bu performans beyanina iliskin tiim sorumluluk yalnizca bu EK’in dérdiincii fikrasinda tanimlanan imalétgiya aittir. / This declaration is issued
under the sole responsibility of the manufacturer specified in point 4.

imalatei adina imzalayan / Signed for and on behalf of company hy:
ANKARA Subat / February 2022

Serafettin TURAN
Satis ve Pazarlama Miidiirii / Sales&Marketing Manager

DALSAN ALCI SANAYi VE TiCARET A.S.
Kizilcasar Mahallesi 1184. Cadde No: 22/1 D DALSAN
incek 06830 Golbasi / Ankara - Tirkiye
T: (90) 312 303 4900 F: (90) 312 341 2569 www.dalsan.com.tr




